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Properties and applications 
 

This tee is used to provide a 220mm tee intersection with standard 300mm straight ducting. Also needed are joiners for 
300mm x 100mm duct; either: standard joiners (Part No: TC1279-320KIT) or slotless joiners (Part No: TC1279-287A); 
and joiners for 220mm x 100mm duct; either: standard joiners (Part No: TC1279-25) or slotless joiners (Part No: 
TC1279-250A); are available separately. All the joiners for the duct connections provide a smooth and strong joint, with 
mating items. 

 
Benefits & features  
 

• Includes cover (Part No: TC1279-317) 
• Joiners for 300mm x 100mm duct and 220mm x 100mm duct, are available separately 
• Ribs included for extra strength 
• Tough, fire retardant material 
• Also available without cover; as Part No: TC 1279-316 
• Purchase by the unit 
 

Material 
 

Fire retardant plastic, Halogen free, UL94-V0 rated 
 

Dimensions & weights  
 

Weight: 
1.56kg (Cover: 488g) 
  
Dimensions:  
323mm (W) x 117mm (H) x 357mm (D) 
 
 

 
 

 
 
 
Yellowduct® is a registered trademark of Warren & Brown Technologies  
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While the information has been carefully compiled to the best of our knowledge, nothing is intended as representation or warranty on 
our part and no statement herein shall be construed as recommendation to infringe existing patents. In the effort to improve our 
products, we reserve the right to make changes judged to be necessary. 
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